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AMENDMF.NTS TO THE CLAIMS 

Cancel claims 1-8. 



9. ^currently amended^ A thermoluminescence dosimetry (TLD) 
method comprising the steps of: 

exposing more than one similar TLD crystals to a radiation source; 

and 

reading the radiation dose by the steps ot 

heating the ono or mor e th e rmo l uminosconc eT LD crystals Jo 

cause the emission of light from each crystal over a freq uency band that is 
detennined by properties of the crystals; 

fjltering p assing light from the ono or mor ee ach crystals through one or mor e 

hnnripnnn flito r s a different oortion the frequency band : and 

detecting the filtered light from each crystal p oss e d through th e ono or moro 
bandpa o s fi l ters . 

Cancel claim 1 0 Tho method of claim 13 wh e r e in in tho p aoo i ng stop tho bandpass fi l t e r s a ^e 
l ocat e d in a thormoiumlnoDConco dev i c e l e ns dr a w e r. 



/ 



1 1 . (cun-ently amended) The method of claim 43-9,wherein m-the paesfft ^filtering s tep 
comprises passing the light from each crystal through a fe e-bandpass filter s, each filter passing 
light from only one aro egual in number to - tho crystals aYsta[- 

1 2. (currently amended) The method of claim 4^11 wherein t n - the passing st e p th e 
hnnHpnfir , filtp-rr, number four t here are four crystals and four bandpass filters . 

1 3. (currently amended) The method of claim 4^12 wherein in th e pa ss ing s t e p t he 
bandpass filters comprise lenses, 

14> (new) The method of claim 13 further comprising determining dose calculation from the 
detected light from each crvstaL 

15. (new) The method of claim 12 wherein the pass band for each fitter is at least 10% and 
no more than 40% of the freouencv band of the cn/stal. 

16. (new) The method of claim 9 further comprising determining dose calculation from the 
light detected from each cn/stal. 
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17. (new) The method of claim 9 wherein the exposing step comprises having equal 
filtration between each crystal and the radiation source. 

18. (new) The method of claim 17 wherein there Is no filtration between each crystal and 
the radiation source^ 

19. (new) The method of claim 18 wherein the filtering step comprises passing the light 
from each crystal through a bandpass filter, each filter passing light from only one ar e e qua l in 
number to the crystate crysfaL 

20. (new) The method of claim 19 wherein there are four crystals and four bandpass 
filters, 

21 . (new) The method of claim 20 further comprising determining dose calculation from the 
detected light from each crystal. 
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